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Braddan Pipe Duct Kit 2 Contents:

1 x 1000mm Aluminium Pipe Duct (White)

1 x Plastic Corner Piece (White)

2 x Screw cover Caps (White)

1 x Plastic corner cover

2 x Cover Fixing Screws

1 x Wide Compensator Mounting Block

3 x No. 8 Compensator Block fixing screws.

If your installation has existing pipework or requires pipe work to be routed around the walls within the showering area
these can now be enclosed within the specially designed pipe work duct.

The Braddan Pipe Duct is supplied in two kits:
Kit 1 for straight length installations
Kit 2 is required with kit 1 for installations with an internal corner.

Braddan (Sulby / Low Profile) Pipe Duct Kit -
Installation Instructions

AKW MediCare

(patent pending)

Braddan Pipe Duct Kit 1 Contents:

1 x 1800mm Aluminium Pipe Duct (White)

2 x Plastic End Caps (White)

1 x Wide Compensator Mounting Block

3 x No.8 Compensator Block Fixing Screws

ALWAYS read the installation instructions before installing this product.

ALWAYS read the end user care instructions.

DO NOT place matches or cigarettes on or near this product.

The following materials have been used in this product:
Polypropylene (PP),
Acrylonitrile Butadiene Styrene (ABS),
Thermoplastic Rubber (TPR)
Aluminium

Fitting Shower Screen

To enable the shower screen to be fitted with a pipe duct a shaped
mounting block is supplied.

Position the mounting block with the inside edge (1) in line with the
inside edge (2) of the screen mounting flat area of the tray.

Place the wide compensator into the top face of the mounting block
and the compensator against the wall.

Check with a level and mark off the mounting hole positions when
plumb.

Drill 3.5mm hole in the pipe duct taking care not to drill into any pipe
work inside the duct.  Run beads of silicone along the sealant grooves
in the mating face of the mounting block and secure to the Pipe Duct
with 3 x No. 8 x 20 Pan head screws.

To complete the installation of the shower screen follow the
instructions supplied with the screen.
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Fitting Kit 1 – Straight

The profile of the Braddan Pipe Duct matches the profile of the
Braddan tray ensuring a strong waterproof joint.

1

Place the pipe duct tight against the tray and measure the required
length (allowing it to penetrate the screen position) up to the edge
of the tray.

2

Measure and cut the Pipe Duct from the opposite end to ensure
that the rough cut end is placed in the corner leaving the square
un-cut end at the shower screen position.

3

With the Pipe Duct cut to length it can be secured to the tray.  

Drill and fit the Pipe Duct to the tray using the drill guide groove
taking care not to drill into any pipework under the tray.  

Before securing to the tray run beads of silicone along the sealant
groove in the Pipe Duct Tray mating face.  

Secure using No. 8 countersunk screws (not supplied).  With the
Pipe Duct secured fit the tray in accordance with the tray fitting
instructions.

4

Drill and Fit the Pipe Duct to the wall using the drill guide groove.
Secure to wall with No. 8 Countersunk screws (not supplied).

The wall within the shower area can now be tiled down to the
flange on the top of the Pipe Duct.

5

Depending upon which tray has been used and how it has been
fitted (flush / surface mount) trim the end caps along the cut line
provided.  

Drill or slot the end cap to pass any pipes which may extend
beyond the end of the pipe duct.
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Fitting Kit 2 – Corner

The profile of the Braddan Pipe Duct matches the profile of the
Braddan tray ensuring a strong waterproof joint.

1

Slot the corner block onto the ends of the two pieces of Pipe
Duct and place onto the Braddan Tray.  Push firmly onto the
corner and measure the two lengths of Pipe Duct required
(allowing the Pipe Duct to penetrate the screen position up to the
front edge of the tray.

2

Measure and cut the Pipe Duct from the opposite end to ensure
that the rough cut end is placed in the corner leaving the square
un-cut end at the shower screen position.

3

With the Pipe Duct cut to length it can be secured to the tray.  

Drill and fit the Pipe Duct to the tray using the drill guide groove
taking care not to drill into any pipework under the tray. 

Before securing to the tray run beads of silicone along the sealant
groove in the Pipe Duct Tray mating face.  

Secure using No. 8 countersunk screws (not supplied).  With the
Pipe Duct secured fit the tray in accordance with the tray fitting
instructions.

4

Drill and Fit the Pipe Duct to the wall using the drill guide groove.
Secure to wall with No. 8 Countersunk screws (not supplied).

Secure the corner block cover to the main corner block with the
screws provided ensuring that the joints between the Pipe Duct
and the corner block are suitable sealed.

The wall within the shower area can now be tiled down to the
flange on the top of the Pipe Duct.

5

Depending upon which tray has been used and how it has been
fitted (flush / surface mount) trim the end caps along the cut line
provided.  Drill or slot the end cap to pass any pipes which may
extend beyond the end of the pipe duct.
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